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1
FISH BITE DETECTOR

BACKGROUND OF THE INVENTION

Various types of fish bite detectors are known in the prior
art. Most involve some sort of electronic sensing means to
signal a fish has taken the line. Such electronic equipment
requires batteries, or other power sources, and is sensitive to
the elements. What is needed is a fish bite detector mechani-
cally operable to visually signal a fish has taken a fishing line,
without the need of electronic components, said fish bite
detector attachable to a fishing line proximal a reel of an
extant fishing rod, the fish bite detector including a weight
member having an elongate first portion disposed thereatop,
said elongate first portion having a radial maximum at a
midpoint and narrowing towards an elongate second portion,
said elongate second portion substantially narrower than the
elongate first portion and attachable to an extant fishing line
by insertion of said fishing line into an aperture disposed
proximal a proximal end of the elongate second portion,
whereby acceleration of the fishing line is visually signaled to
a fisherman by displacement of the fish bite detector when
disposed weighing on the line.

FIELD OF THE INVENTION

The present invention relates to a fish bite detector, and
more particularly, to a fish bite detector that is attachable to a
fishing line proximal a reel of an extant fishing rod, said fish
bite detector including a weight member having an elongate
first portion disposed thereatop, said elongate first portion
having a radial maximum at a midpoint and narrowing
towards an elongate second portion, said elongate second
portion substantially narrower than the elongate first portion
and attachable to an extant fishing line by insertion of said
fishing line into an aperture disposed proximal a proximal end
of the elongate second portion, whereby acceleration of the
fishing line is visually signaled to a fisherman by displace-
ment of the fish bite detector when disposed weighing on the
line.

SUMMARY OF THE INVENTION

The general purpose of the fish bite detector, described
subsequently in greater detail, is to provide a fish bite detector
which has many novel features that result in a fish bite detec-
tor which is not anticipated, rendered obvious, suggested, or
even implied by prior art, either alone or in combination
thereof.

The present device has been devised to enable visual sig-
naling of a fish taking an extant fishing line without the need
of electronic devices as seen in the art today. The present
device hooks to an extant fishing line proximal the reel of an
extant fishing rod and thereat weighs upon the line. Accelera-
tion of the line, such as when a fish takes the line, is visibly
cued to a fisherman by displacement of the present fish bite
detector.

The present fish bite detector, therefore, includes a weight
member. An elongate first portion is disposed perpendicularly
atop the weight member. The elongate first portion is gener-
ally cylindrical, but widens toward a midpoint and thence
narrows towards an elongate second portion disposed atop the
elongate first portion.

The elongate second portion is substantially narrower than
the elongate first portion and narrows towards a proximal end
disposed atop the elongate second portion. An aperture is
disposed in the elongate second portion proximal the proxi-
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mal end. The aperture includes a vertical portion, disposed
along a vertical axis of the elongate second portion, and a
sloped entry cut disposed in the elongate second portion to
connect with the vertical portion of the aperture.

Extant fishing line may therefore be input into the vertical
portion of the aperture by insertion through the sloped entry
cut. The vertical portion extends above the sloped entry cut,
and the weight member, applying weight to the line, main-
tains the line within the vertical portion of the aperture. The
present fish bite detector thus depends from the fishing line.
The fishing line is enabled travel through the vertical portion
of the aperture. The fish bite detector is also expediently
removable from the line, when desired, such as previous to
casting or reeling in a catch.

The present fish bite detector is preferably disposed proxi-
mal the reel of an extant fishing rod. Thus, when the line is
accelerated, the fish bite detector is displaced as the line is
tensioned. The vertical displacement of the fish bite detector,
therefore, visually signals to a fisherman that the line has been
taken whereby appropriate action is engendered.

Thus has been broadly outlined the more important fea-
tures of the present fish bite detector so that the detailed
description thereof that follows may be better understood and
in order that the present contribution to the art may be better
appreciated.

Objects of the present fish bite detector, along with various
novel features that characterize the invention are particularly
pointed out in the claims forming a part of this disclosure. For
better understanding of the fish bite detector, its operating
advantages and specific objects attained by its uses, refer to
the accompanying drawings and description.

BRIEF DESCRIPTION OF THE DRAWINGS
Figures

FIG. 1 is a side view
FIG. 2 is a longitudinal section view.

DETAILED DESCRIPTION OF THE DRAWINGS

With reference now to the drawings, and in particular
FIGS. 1 through 2 thereof, example of the instant fish bite
detector employing the principles and concepts of the present
fish bite detector and generally designated by the reference
number 10 will be described.

Referring to FIGS. 1 through 2 a preferred embodiment of
the present fish bite detector 10 is illustrated.

The present fish bit detector 10 enables a mechanical
means of detecting a fish biting an extant line of a fishing rod
without the need of electronic components or an audible
alarm. Rather, the present fish bite detector 10 hooks to an
extant fishing line proximal the reel of the fishing rod and
signals a bite to a fisherman by movement thereat when
tension is applied to the line.

The present fish bite detector 10, therefore, includes a
weight member 20 disposed to apply weight to a fishing line
to which the present fish bite detector 10 is applied. An
elongate first portion 22 is disposed atop the weight member
20 and extends perpendicularly therefrom. The elongate first
portion 22 is generally cylindrical, but includes a widening
radius to a maximum radius disposed at a midpoint 24 located
proximally centrally along the length of the elongate first
portion 22. The radius thence narrows towards an elongate
second portion 26 disposed atop the elongate first portion 22.

The elongate second portion 26 is disposed atop the elon-
gate first portion 22 and extends along a common central axis
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of the elongate first portion 22. The elongate second portion
26 is substantially narrower than the elongate first portion 22,
and narrows along its length toward a proximal end 28 dis-
posed atop the elongate second portion 26.

An aperture 30 is disposed in the elongate second portion
26 proximal the proximal end 28. The aperture 30 includes a
vertical portion 32, disposed along a vertical axis of the sec-
ond elongate portion 26, and a sloped entry cut 34 disposed in
the second elongate portion 26. Extant fishing line is thereby
positional within the aperture 30 by sliding the extant fishing
line into the vertical portion 32 of the aperture 30 through the
sloped entry cut 34. Once the line is positioned within the
aperture 30, the weight member 20 maintains the fish bite
detector 10 upon the line with the line engaged within the
vertical portion 32 of the aperture 30. To remove the fish bite
detector 10 from the line, a user lifts the fish bite detector 10
such that the line is removable through the sloped entry cut
34.

When strung to an extant fishing line proximal the reel of
an extant fishing rod, the present fish bit detector 10 weighs on
the line. When tension is applied to the line, such as when a
fish bites the line, the fish bite detector 10 is moved as the line
tensions. Rising of the fish bite detector 10, or other visible
displacement of the fish bite detector 10, therefore, upon the
line signals to a user that a fish has taken the line and appro-
priate action may thence be taken to reel the fish in.

Thus, the elongate second portion 26 hooks to a fishing line
by insertion of said fishing line into the vertical portion 32 of
the aperture 30, said line positional through the sloped entry
cut 34, whereby the fish bite detector 10 is disposed depend-
ing from the fishing line proximal a reel of an extant fishing
rod, said fish bite detector 10 thereat moveable in response to
tension placed upon the line when, for example, a fish bites
the line.

What is claimed is:

1. A fish bite detector comprising:

a weight member;

an elongate first portion disposed atop the weight member;

an elongate second portion disposed atop the elongate first

portion, said elongate second portion narrower than the
elongate first portion;

aproximal end disposed atop the second elongate portion;
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an aperture disposed in the elongate second portion proxi-
mal the proximal end, said aperture including a vertical
portion disposed along a vertical axis of the second
elongate portion and a sloped entry cut disposed in the
second elongate portion; and

wherein the elongate second portion hooks to a fishing line
by insertion of said fishing line into the vertical portion of the
aperture through the sloped entry cut, whereby the fish bite
detector is disposed depending from the fishing line proximal
a reel of an extant fishing rod, said fish bite detector thereat
moveable in response to tension placed upon the line to visu-
ally signal a fish upon the line.

2. The fish bite detector of claim 1 wherein the elongate
first portion includes a radial maximum disposed at a mid-
point thereof.

3. A fish bite detector comprising:
a weight member;
an elongate first portion disposed atop the weight member;

a midpoint disposed upon the elongate first portion, said
elongate first portion widest at the midpoint and narrow-
ing therefrom;

an elongate second portion disposed atop the elongate first
portion, said elongate second portion substantially nar-
rower than the elongate first portion;

a proximal end disposed atop the second elongate portion;

an aperture disposed in the elongate second portion proxi-
mal the proximal end, said aperture including a vertical
portion disposed along a vertical axis of the second
elongate portion and a sloped entry cut disposed in the
second elongate portion; and

wherein the elongate second portion hooks to a fishing line
by insertion of said fishing line into the vertical portion of the
aperture through the sloped entry cut, whereby the fish bite
detector is disposed depending from the fishing line proximal
a reel of an extant fishing rod, said fish bite detector thereat
moveable in response to tension placed upon the line to visu-
ally signal a fish upon the line.
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